ECE\
EARTH-CHAIN

Electro-Permanent Magnetic Chuck

EEPM-SL Series

Power that works.

Suitable for all size of workpiece, can be use together with mechanical clamping tools.

DIMENSION NO.OF| CHUCK|VOLTAGE | CURRENT
MODEL NO. LXWXH PITCH| POLE poLe| TSLOT |A|B|C|D NW. [iSogepras)|  AMP
EEPM-30100SL |990X300X85 56 = 680(340(246| - | 160kg 32A C2
EEPM-40100SL [990X420X85 10 | 5050 84 W 680|340366(183| 225kg| AC 25A C4
EEPM-50100SL [990X480X85 98 680|340(426|213| 260kg| 220V 24A C4 3 C4
EEPM-60100SL|990X600X85 126 | | 28 _| |680{340(546/273| 320kg 28A C4 % 23A C4

Custom-made is available.

@ EARTH-CHAIN

Electro-Permanent Magnetic Chuck

EEPM-TA Series

Suitable for big size of workpiece only, use together with mechanical clamping tool for heav: duty machining.
Power that works. d 4 . = g S prges yauy .

Lower price for big size of workpiece only.

T

Unit:mm

DIMENSION NO.OF| CHUCK|VOLTAGE [CURRENT
MODELNO. | ™ S i |PITCH| POLE [oo 2| T-SLOT | A | B [C|D N, | Sngerlass)|  AMP
EEPM-3040TA [430X300X70 12 == [335| - |227| - | 50kg 13A
EEPM-4050TA |530X440X70 . 450|225(386| - | 80kg | Ac 20A
EEPM-5080TA |790X530X70 32 690|345 |440|220| 180kg| 220V | 31A
EEPM-60100TA [990X600X70 72 | | 2s | |890|445|520]260|240kg 14A




